
FUEL TV LINEAR DELIVERY SPECS
FUEL TV HAS AVAILABLE FOR HIS CUSTOMERS MULTIPLE DELIVERY OPTIONS ACCORDING 
TO THE REGION ANDREQUIREMENTS.

IP

MPEG-TS SPECIFICATIONS

FUEL TV DELIVERS THE LINEAR FEED DIRECTLY TO CUSTOMER PLATFORM USING IP.

FOR THE DELIVERY RELIABLE TRANSMISSION TECHNOLOGIES ARE USED, ASSURING IN THIS WAY THE STREAM QUALITY AND
PERFORMANCE. MAIN AND BACKUP STREAMS ARE PROVIDED FOR REDUNDANCY.

THE SIGNAL IS DELIVERED AS AN MPEG-TS AS DEFAULT OPTION BUT ALTERNATIVE FORMATS CAN BE PROVIDED ON A
CASE BY CASE ANALYSIS.

FOR TRANSPORT RTP+FEC, SRT AND ZIXI PROTOCOLS CAN BE PROVIDED.

RESOLUTION: HD (1920X1080)
CODEC: H264
BITRATE: 8 MBPS
FPS: 25 / 29.97

https://www.dropbox.com/s/ia53r0o9wp9yeb8/FUEL%20TV%20EMEA%20Satellite%20details%20and%20Technical%20Contacts%20Information.pdf?dl=0

https://www.dropbox.com/s/9agu3dze9vu80rs/FUEL%20TV%20Asia%20Satellite%20details%20and%20Technical%20Contacts%20Information.pdf?dl=0


